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Amandmeii* * fri *he Claims: 

Claim 1 (currently amended): Amounting assembly comprising: 

a chassis comprising a front panel, the front panel defining a plurality of 
fixing slots along one side thereof and at least one mounting opening at 
an opposite side thereof the at least one mounting opening comprising 
a large zone and a smaller zone communicating wifli each other, and 

a bezel comprising a plurality of books along one side thereof 
corresponding to the fixing slots of the chassis, and at least one post at 
an opposite side thereof corresponding to the at least one mounting 
opening of the chassis, at least one pivot means being provided at ihe at 
least one post, the at least one pivot means having an expanded head 
pnrtinn and a fixing p Ai^nn i^fj ^ped mfh the at least one post: 

wherein tiie head portion of the at least one pivot means oon bo ext e nd e d 
is extended through the large zone of the at least one mounting opening 
and the fixing portion of the at least one p ivot means is slid into the 
smaller zone of die at least one mounting opening, thereby pivotably 
attaching the bezel to the chassis, and the hooks can be engaged in the 
fixing slots thereby securely mounting the bezel on the chassis. 

Claims 2^ (canceled): 

Claim 9 (currently amended): A mounting assembly comprising: 

a first part comprising a front panel, the front panel defining a plurality 
of fixing slots along one side thereof and at least one mountuig 
opening at an opposite side tiiereof, the at least one mounting 
opening comprising a lai;ge zone and a smaller zone communicating 
with each other,-a»d 

a second part comprising a plurality of hooks corresponduig to the 
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fixing slots of the first part, arid at least one post conesponding to 
the at least one mounting opening of the first part; aad 

at least one pivot means provided at a rf i^al end of the at least one W&U 
tt,«. at one pivot means coi n p risinp, a head portion and a fijpnR 
P^;i^n ^ ^fed with the distal end of t h^ at least one post: 

wherein tv.*^ HmH poitiTOi of the at least one pest pjvot means is 
extended through the large zone of the at least one mounting 
opening and tha fixing port ion of the at least one pivot means is slid 
into the smaller 2»ne of the at least one mounting openhig, thereby 
pivotably attaching die second part to the first part, and the hooks 
are engaged in the fixing slots thereby securely attaching the second 
part on the first part 

Claims 10-20 (canceled): 
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